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UTTARAKHAND ELECTRICITY REGULATOBY COMMISSION

NOTIFICATION
March 31, 2018
Uttarakhand Electricity Regulatory Commission (Distribution Code} Regulations, 2018

No F-(9)27/RG/UERC/2018/2016—In exercise of the powers conferred on it by Section 181 of The Electricity
Act 2003, read with clause (c), (e) and (i} of sub-section 1 of Section 86 of the said Act and clause 18 of
Distribution and Retail Supply Licence issued to the Distribution Licensee under Section 14 of the Act and all
powers enabling it in that behalf, the Uttarakhand Electricity Regulatory Comimission hereby makes the following
Regulations:

CHAPTER 1
GENERAL

1.1 Short Title, Commencement and Interpretation

(1) These Regulations may be called the “Uttarakhand Electricity Regulatory Commission (Dtstrlbutlon
Code) Regulations, 2018", : :

(2) This Regulation shall be applicable to all Distribution System participants including:
(@) Distribution Licensee(s) {including deemed licensee(s)};
(b) Open Access Customers connected to Distribution Systems;

-(C) Other Distribution Licensee-connected to Distribution Systems:
{d) Institutions covered under proviso 8 of section 14 of the Act;

(&) Embedded Generators; and '

() Consumers

(3) These Regulations shall come into force on the date of the publication in the official Gazette replacing
“Uttarakhand Electricity Regulatory Commission (Distribution Code) Regulations, 2007” thereof.
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(4) These Reguiations shail be interpreted and implemented in accordance with, and not at variance
from, the provisions of The Electricity Act, 2003 read with the Central Electricity Authority
(Measures relating to Safety and Electric Supply) Regulations, 2010 as amended from time to
time and any other regulations issued by Central EIectriéity Authority in this regard

1.2. Definitions : .

(1) In the Distribution Code the following words and expressions shall, unless the subject matter or

context otherwise requires or is inconsistent therewith, bear the foliowing meanings:
(@) “Act’ means The Electricity Act, 2003 (Act no. 36 of 2003).

(b) "Agreement” means an agreernent entered into by the Distribution Licensee and the User.

(c) “Apparatus” means electrical apparatus and includes all machines, fittings, accessories and
“appliances connected to the Electrical Distribution System.

(d) ‘Area of Supply” means the geographic area within which Licensee is for the time being
authorized by his licence 1o supply electrical energy.

(e) “CBIP” means Central Board of Irrigation and Power
(f)y “CEA” means Central Electricity Authority

(g) “Circuit” means an arrangement of conductor(s) for the purpose of conveying electrical
energy and forming a system or a branch of system.

(h) “Commission” means Uttarakhand Electricity Regulatory Commission.

() “Conductor” means any wire, cable, bar, tube, rail or plate used for conducting energy and
electrically connected to the system. :

(i) “Connected Load” means aggregate of the manufacture’s rating of all energy consuming
apparatus duly wired and connected to the power supply system of licensee including
portable apparatus in the consumer’s premises. This shall not include the load of spare plug,
sockets, load exclusively installed for fire fighting purposes. The load of either water and
_room heating or room cooling apparatus, whichever is higher, shall be taken into account as
per prevailing season (1st Aprit to 30th September for cooling use and 1st October to
31st March for heating use).

The definition of connected load shall be used only for the purpose of assessment in
case of direct theft or dishonest abstraction of energy or unauthorised use of energy.

('k) “Control Person” means a person identified as having technical capabmty and responsibility '
for cross boundary safety.

() “DCR” means Distribution Code Review.
{m) “DCRP” means Distribution Code Review Panel.
(n) “Embedded” means having a direct electrical connection to an intra state electrical system.

- (o) “Extra High Tension (EHT) or Extra High Voltage (EHV)" means where the voltage exceeds
33,000 volts under normal conditions, subject to the percentage variation permissible;

(p) “GSS” means Grid Sub-station. _
-(q)--"Harmonics”means-a-component-of..a-periodic wave-having-frequency-that-is- an—lntegral—-

multiple of the fundamental power line frequency of 50 Hz causing distortion to pure
sinusocidal waveform of voltage or current, and as governed by [EEE STD 519-1992, namely .
“IEEE Recommended Practices and Requirements for Harmonic Control in Electrical Power

Systems” and CEA Safety Regulations/Grid Standards as amended from time to time.
(n "High Tensicn (HT) or High Voltage (HV)” means the voltage between 650 volts and upto

33000 Volts under normal conditions, subject to the percentage variation permissibie.
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(s) “Indian Standards (I1S)” means those Standards and specifications approved by the Bureau of
Indian Standards. :

(t) “Interface Point'/'Connection Point/Boundary Point” means point at which a User's
electrlcal system is connected to the Licensee’s Distribution System.

(u) “Low Tension (LT) or Low Voltage (LV)" means the voltage of 230 volts between phase and -
' neutral or 400 volts between any two phases under normal conditions, subject to the
percentage variation permissible.

(v) “Power Factor” means the ratio of Actwe Power (kW) to Apparent Power (KVA)
(W) “PTW” means permit to work.
- (x) “REC” means Rural Electrification Corporaticon.

(y) “Transmission System” means.the system consisting of extra high voltage electric lines being
“operated at EHT (excluding generator interconnection facilities) owned and/or operated by
the Transmission Licensee for the purposes of the transmission of electricity from one power
station to a sub-station or to another power station or between sub-stations or to or from any
external interconnection equipment up to the interconnection with the distribution system, any
plant and apparatus and meters owned or used by the Transmission Licensee in connection
with the transmission of electricity, but shall not include any part of the Licensee distribution
system.

(z2) "User” means any person having electrical interface with, or using the Distribution System of
the Distribution Licensee to whom this Code is applicable. Any other Distribution Licensee, -
Transmission Licensee and generating units connected to the Distribution system are also -
included in this term.

{(aa) AII Words and expressions used and not defined in these reguiations but defined in The
Eleetricity Act, 2003 shall have the meanings as assigned to them in the said Act.

1.3. Objectives :

(1) To ensure that distribution system is developed and maintained in an efficient, coordinated and
economical manner and the Distribution Licensee and afl Distribution System Users comply with
respective obligations as specified in the Act. :

{2) The Distribution Code brings togsther a single set of regulations, for using the Distribution network
and provides the following: '

(a) Technical aspects of working relationship between the Licensee’s Distribution system and to
those connected and seeking connection to it.

(b) Facilitation of the operation, malntenance development and planning of economic and
reliable power distribution network. :

{c) Safety and Protection parameters to be followed by the distribution licensee and users.
1.4. Scope of Distribution Code :

(1) The Distribution Code shall cover all material technical aspects relating to connections to and the
operation and use of the Distribution System including the operation of the electrical lines and
electrical plant and apparatus connected to the Distribution System in so far as relevant to the
operation_and use of the Distribution System and shall include:

(a) Distribution planning and connection code containing connection conditions specifying the

' technical, design and operational criteria to be complied with by any person connected or
seeking connection with the Licensee’s Distribution System and pianning codes specifying
the plan required for laying the distribution lines and the services lines in the Area of Supply,
the technical and design criteria and procedures. io be applied by the Distribution Licensee in
the planning and deveiopment of the Licensee’s Distribution System; and
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(b) A distribution operation code specifying the conditions under which the Distribution Licensee
shall operate its Distribution System and under which persens shall operate their plant and/or
Distribution System in relation to the Licensee's Distribution System, in so far as necessary
to protect the security and quality of supply and safe operation of the Licensee’s Distribution
System under both normal and abhormal operating conditions.

{2) The Distribution. Code is not exhaustive as to the requirements to be complied with by the
Distribution Licensee and the Users connected or seeking connection to the Licensee's
Distribution System. The Distribution Licensee and all Users/Consumers must also comply with
- the requirement as laid down in various codes, standard and regulations under relevant laws in
force. :

{3) The Distribution Code also deals in terms of distribution mariagement in the event of outages and
shortages of Electricity Supply and distribution thereof amongst all the categories of consumers as
per the system network requirement. However, consumers having captive power plants shall
come to the rescue of the Distribution ficensee as first priority in the event of outages and
shortages and resort to load sheddlng immediately on instructions from the Distribution
licensee/SLDC. : ‘

(4) This Distribution Code shall include:--

| {a} Management of Distribution Code
() Distribution System Planning Code
(c) Connectivity Conditions
(d) Qperation Code
(e) Distribution Protection Requirement
{f Cross Boundary Safety Code
{g) Incident/Accident He'por‘ting

1.5. Implementation and Operation of the Distribution Code :

(1) The Distribution Licensee shall be responsible for its implementation within its Area of Supply.
Users shall comply with the provisions of this code.

(2) If any User has any difficulty in complying with any of the provisions of the Distribution Code, he
shall immediately, inform to the Distribution Licensee and/ or Commission, as the case may be.

(3) Any continued non compliance, without reasonable grounds shall constitute a deviation under the
Act, and may lead to disconnection of the User's plant or apparatus in line with the provisions of
The Electricity Act, 2003 from the Licensee’s Distribution System. The responsibility for the
consequences of disconnection including payment of damages and others rests with the User(s)
who consistently violates the Distribution Code.

(4) Non-compliance with any provision of the Distribution Code by the Distribution Licensee shall
attract the consequences as provided in the Acts or in the Licence. However, in the event of non-
compliance with the Distribution Code, the Distribution Licensee shall prepare and submit to the
Commission an action plan for ensuring the compliance of the provisions of the Distribution Code.

- -The- Commission- may-exempt Distribution Licensee from -compliance - of any-provisions- for a- -

particufar period, if it is found that the compliance is not feasible for such period, considering the
resources available and the circumstances prevailing.

1.6. Limitations of the Distribution Code

(1) Nothing contained in this Code should be interpreted as imposing obligations/duties on
Consumers/ Distribution Licensees greater or more onerous than those mentioned in The
Electricity Act, 2003 under relevant sections.
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1.7.

1.8.

2.1

2.2

2.3

(2) The Distribution Code contains procedures for the management of day to day technical situations
in the Distribution System, taking into account a wide range of operational conditions likely to be
encountered under both normal and abnormal conditions. The Distribution Code cannot foresee
all the possible operating conditions. Users must therefore understand and accept thati the
Distribution Licensee, in such unforeseen circumstances, may be required to act decisively and
with due expedition to discharge his obligations under the Licence. Users shall provide such
reasonable co-operation and assistance as the Distribution Licensee may require in such
circumstances. The concerned Distribution Licensee shall however refer ail such cases for
ratification in the next meeting of the Distribution Code Review Panel as described under
Chapter 2 of the code-‘Management of Distribution Code’. '

Confidentiality :

Under the terms of Distribution Code, the Distribution Licensee will receive information from Users

~ relating to their business.. The Distribution Licensee shall not, other than as required by Distribution

Code, disclose such information to any other person without the prior written consent of such
informant, unless required by Central/State government departments or the authority.

Procedures to settle disputes :

In the event of any dispute regarding interpretation of any regulations provided in the Distribution
Code between any User and the Distribution Licensee, the matter shall be referred to the Distribution
Code Review Panel and thereafter to Uttarakhand Electricity Regulatory Commission. Commission’s
decision shall be final and binding on both the parties

CHAPTER 2
MANAGEMENT OF DISTRIBUTION CODE
Introduction '

This chapter defines the method of managing Distribution Code, pursuing of any changes/
modifications required and the responsibilities of the Distribution Licensees and the Users in this
regard. This section facilitates revisions taking into account the views of ail parties in an equitable
manner.

Objective

The objective of this chapter is to define the functions of the Distribution Code Review Panel and
procedure for review and revision of the Distribution Code.

Distribution Code Review Panel

(1) A standing body called Distribution Code Review Panel (DCRP) shall be constituted by the
Commission comprising of the representatives of Distribution Licensee as well as the Users of the
Distribution System in line with the provisions of this Code.

(2) No change in this Distribution Code, shall be made without being defiberated upon and agreed to
by the Distribution Code Review Panel and thereafter approved by Commission. However, in an
unusual situation where normal day-to-day operation: is not possible without revision in some of
the provisions of the regulations of Distribution Code, a provisional revision may be implemented
before approval of Commission is received, but only after discussion at a special Review Panel
Meeting convened on emergency basis. Commission should promptly be intimated about the
provisional revision. Commission may issue directions required to revise the Distribution Code

accordingly as may be specified in those directions and the Distribution Licensee shall promptly

comply with any such directions.

(3) The Distribution Code Review Panel shall be composed of the following members, who shall be
noftified by the Commission.,

(a) Director (Technical/Operation) of Concerned Distribution Licensee(s);

(b) Chief Engineer/General Manager level officer from other Distribution Licensee(s) in the State;
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{c) Chief Ehgineen’GeneraI Manager Level officer from STU;
(d) One member not below the rank of Superintending Engineer/D.G.M. to be nominated by the
SLDC;
{e) One member not below the rank of Chief Engineer/G.M. representing State owned Generating
Company; _ 7 _
(fy One member not below the rank of Chief Engineer/G.M. representing other 'Generatihg
Companies in the state; .
{g) Orie member not below the rank of Chief PrOJect Officer representing State Renewable
Energy Agency ;
(h) One member representing open access consumers;
(i) One member representing Industrial Consumers;
(i) One member representing Domestic / Commercial consumers;
(k) One member representing Agriculture Consumers;
() One member representing RE generators in the State;
(m) One member of State Advisory Committee nominated by the Commission;
2.4. Terms of Office :
The Chairman of the Distribution Code Review Panel shall be Director (Technical / Operation) of
Distribution Licensee. The Distribution Code Review Panel shall however be perpetual under the
Distribution Ceode. All members of the Distribution Code Review Panel as mentioned at Sl. No. (a) to
(9) shall hold office until changed / replaced by the respective parent organization. All members of the
Distribution Code Review Panel as mentioned at SI. No. (h) to () shall hold office in rotation among all
such organizations in the State. The term of each such member shall be two (2) years. However, the
Commission shall have the powers to increase or decrease the aforementioned tenure.
2.5. DCRP Support Staff and Operating Cost :
The Member from Distribution Licensee helding the office of Chaitman of DCRP at a given time shall
provide secretarial staff including secretary not below the rank of S.E./D.GM. required to support
DCRP operations. The cost associated with such secretarial assistance shall also be borne by that
Distribution Licensee. _
2.6. Functions of the Review Panel :

The functions of the Review Panel shall be:
{1) Maintenance of the Distribution Code and its working under continuous scrutiny and review.

{2) Consideration of requests for review made by any user and publication of their recommendations
for changes in the Distribution Code together with reasons for such changes.

{(3) Provide guidance on interpretation and implementation of the Distribution Code.
(4) Examination of the problems raised by any User as well as resolution of the problemns.

(5) Ensuring that the changes/modifications proposed in the Distribution Code are consistent and
compatible with standard technical manual or guidelines, codes, laws, acts, rutes and reguiations
in force at that point of time.

(8) Constitution of a sub-committee for detailed study of various matters pertaining to the Distribution
Code and circulation of the findings and recommendations to Review Panel Members and the
entities concerned.

(7) Making arrangements for dellberatlon of the issues (regarding sub commlttee flndlngs and
recommendations) in the Review Panel meetings the time frame, as provided by these sub-
committees.

{8) Holding of meetings as required but at least one meeting shall be held in every three months.

{9} Holding of meetings by sub-committees including with any User or with groups of Users to prepare
proposals for review panel consideration.
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2.7.

3.1

Review and Revisions :

(1) The Users seeking any amendment to the Distribution Code shall send written requests to the
Secretary of DCRP of the Review Panel with a copy to the Commission. If the request is sent to
the Commission directly, the same shall be forwarded to the Secretary of Review Panel who shall,

. in consultation with the concerned entities and such other persons as the Commission may direct,
review the Distribution Code provisions. The Secretary of DCRP will circulate the proposed
changes/modifications to all the panel members for their written comments within a reasonable
time frame or the secretary may call for the Review Panel meeting in consultation with the
chairman. Based on this interaction/ discussion, the necessary amendments/ revisions may-be
incorporated in Distribution Code after the approval of Commission.

(2) The secretary DCRP shall send the following reports to the Commission at the conclusion of each
review meeting of the panel:

{a) Reports on the outcome of such review. _
{p} Any proposed revision to the Distribution Code and its rationale.
(c) All written representations and objections submiited by the Users at the time of review.

(3) All revisions to. the Distribution Code require the approval of Commission. The secretary DCRP
shall publicise revisions to the Distribution Code, after the approval of Commission. The Review
Panel may also submit proposals for relaxation in such cases where Users / Distribution
Licensees have difficulties in meeting the requirements of the Distribution Code.

{4) Any change from the previous version shall be clearly marked in the margin. In addition, .a revision sheet
shall be placed at the front of the revised version, noting the number of every changed Sub-
section, together with reasons for such change.

(5) The secretary DCRP shall maintain copies of the Distribution Code incorpbrating the latest
amendments and shall make it available at a reasonable cost to any person requiring it.

(8} The Commission, may, on the application of the Distribution Licensee or otherwise, call the
emergency meeting of the review panel as and when the situation so dictates and make such
alterations and amendments in the Distribution Code as it thinks fit.

CHAPTER 3
DISTRIBUTION SYSTEM PLANNING CODE
Introduction : '

(1) This chapter specifies the guidelines for planning methadology for the Distribution System and
covers following:-

(&) Load Data

(b) Load Forecast

(¢} Power System Studies and Network Expansion Plan

(d) System Adeguacy and Redundancy

(e) Security Standards

() Standardization of sub-station layout

(g) Standardization of Nomenclatures & Identification Coding
(h) Standardization of design of Distribution Transformers

(i) - BIL & BSL
(i) Reactive Compensation & Harmonics

(K} Metering
(Il Demand Side Management
{m) Database Management

(n) Energy Audit
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3.2.

- 3.3

3.4,

(2) The Distribution System shall be planned and developed in such a way that the system should be
capable of catering the requirement of all categories of Consumers with a safe, reliabie,
economical and quality supply of electricity, and shall take into consideration the future growth
requirements. However, the’ Consumer shall extend full support to the Distribution Licensee to
enable the Distribution Licensee for quality supply of electricity. The Distribution System shall
conform to the statutory requirements of all the relevant code, standards and acts in force.

(3) Whlle planning distribution system, Users and Distribution chensee shall fulfil the reqwremen’t :
stipulated in Regulations issued by CEA under sub-section (2) of section 177 of the Act and
amendments issued from time to time,

Objec_tives :

The main objectives of the Distribution System Planning Code are :

~ (1) To enable the planning, design and construction of the Distribution System for a safe, reliable and :

economical operation conforming to Statutory Acts and Rules, which are in force.

(2) Specify technical conditions to be followed by the respective Distribution Licensees and Users in
meeting the standards for an efficient operation of the common electrical interface.

(3) To prescribe the procedure for the exchange of the system planning data between the Distribution
Licensee and the Users for facilitating synchronised planning of the Distribution System at
Distribution Licensee and User levels.

(4) To prescribe the procedure to Distribution Licensee to make Demand Side Management (DSM)
an integral part of their day-to-day operations, and undertake planning, designing and
implementation of appropriate DSM programmes on a sustainable basis.

{5) These guidelines of planning cover the individual sub-stations, system planning, analysis and the
techno economical aspects in the field of Distribution systems. It applies to all the consumers
already connected or awaiting or seeking connection to the distribution system, Distribution
Licensees and State Transmission Utility (STU), wherever it is applicable.

(6} The items mentioned at Regulatlon 3.1 (1) are discussed in the following paragraphs of this
chapter.

Load Data :

(1) From the metered data collected at each interface point with the transmission system, the
Distribution Licensee shall develop load curves for the area fed and also the system load curve for
the area of supply in point by applying a suitable diversity factor.

(2) The Users with Demands of 1 MVA and above shail furnish their load data/characteristic and other
relevant details to the Distribution Licensee as detailed in Annexure 1. The Distribution Licensee
shall exercise special care to monitor the actual development of loads in respect of Consumers
desiring to avail loads of 1 MVA and above at a single point.

(3) The Distribution Licensee on his part shall maintain relevant data for designing and selecting the
electrical equipment, details of metering and relay for purpose of protection and System data in
his Distribution System. The Distribution Licensee shall update the system data regularly and at
léast once a year. -

Load Forecast :

(1) The Distribution Licensee shall formulate a rolling short-term demand forecast annually for a
period of five years in his' Area of Supply (to enable the STU in drawing down the annua! planning
process corresponding to a 5-years forward annual plan for intra state transmission system).

(2} Energy sales in each tariff class shall be projected in the forecast period after considering the
previous financial year as base and projecting the demand for the succeeding 5 years — by
adopting suitable methodology, such as considering the trend for previous five years and
considering the expected economic and social development of various sectors in his Area of
Supply in succeeding five years.
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3.5.

3.6.

(3) During this process Distribution Licensee shall also review the status of loads materialising as per
the previous load forecast. Further these forecasts shall be in line with the plan to be developed at
national level by CEA. The Distribution Licensee shall incorporate the variation to the forecast, as
and when required. :

(4) The peak load requirements at each Interface Point shall be estimated. However, if the
Distribution Licensee receives power at a number of Interface Paints in a compact area, which are
interconnected in a ring, then the Distribution Licensee shall forward the overall short term
Demand forecast at each Interface Point with the variation or tolerance as mutually discussed and
agreed upon with the STU.

(5) Apart from the short term demand forecast for each Interface Paint for peak load requirement the
Distribution Licensee shall also forward the aggregate energy and peak load demand for Area of
Supply on annual basis to the STU, Transmission Licensee (TL) and Commission along with the
following details on the basis of which the forecast is made - Data, Methodology and Assumptions.

(6) The peak load requirement at each Interface Point will essentially ensure that the STU may
determine the corrective measures to be taken to maintain the capacity adequacy in the
Transmission System up to the Interface Point. This will facilitate the Transmission Licensee to
develop the compatible Transmission System.

{7) The Distribution Llcensee shall create a database of loads for each consumer category and for
each distribution substation and update it annually.

Power System Studies and Network Expansion Plan :

(1) Based on the projected load, the Distribution Licensee shall carry out the power system studies
(load flow analysis} before undertaking major distribution expansion pian on long-term time scale.
The- distribution licensee shall share its findings of the power system studies with the State
Transmission Utility on regular basis for better coordinated power system planning.

(2) The Distribution Licensee shall employ the software toois for distribution network analysis for:
(a) Optimum distribution transformer locations;

(b) Optimum network of sub-transmission system, primary distribution, LT feeders and substation
location;

(c) Optimum ratio of the lengths of HT and LT distribution lines;
(d) Optimum reactive compensation and Harmonic analysis.
System Adequacy and Redundancy :

(1) The Distribution Licensee while planning Distribution System shall taRe into consideration the
- adeguacy and redundancy of system capacity and capability to allow for long term load growth
based on perspective plan and maintaining supply to consumers in the event of forced or planned
outage of lines and transformers. The system shall have built in redundancy so that consumers
face no interruption in power supply through alternative circuit arrangements.

(2) Sub-station design shall allow taking out any transformer for maintenance without affecting supply
to any area even during peak hours. More than one transformer with smaller capacity to be
employed rather than one transformer of large capacity to meet N-1 planning criteria. Alternative
circuits shall be planned for important loads. So far as possible, redundancy should be in the
system to meet the emergencies and system adequacies shall be taken care of at planning stage
of new sub-station(s).

(3) There shall be at least two numbers of transformers of similar rating in every 33/11 kV
Sub-Station. : ,

(4) In every Sub-Station of capacity 10 MVA and above there shall be a provision for obtaining
alternate 33 kV supply to the Sub-Station in case of a failure in the incoming supply.
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3.7.

3.8,

3.9.

Security Standards

The Distribution System shall be planned and maintained so as to fulfil the following security
standards except under Force Majeure conditions beyond the reasonable control of the Distribution
Licensee.

(1) The feeders, either HT or LT, feeding important loads such as hospitals, crematoria, airports,
railway stations, and the like shall be planned to have a selective switching system, so that
selective switching can be operated to transfer the load onh to an alternate healthy feeder.
Appropriate safety precautions shall invariably be taken in this regard. In case of failure of the
feeder, these switches shall be operated immediately either manually or automatically depending
on the importance of the load

(2) The rupturing capacity of the switchgear employed in the system shall have at least 25% more
capacity than the short circuit level computed even considering the anticipated future
development of the system. : :

(3) Efforts shall be made for every HT feeder either primary or secondary, to manually switch over
to the immediately available HT feeder of the same voltage class available in the vicinity.
Provision shall be made in the design itself for all critical HT feeders o share at least 50% of the
loads in the adjacent feeder during emergencies. The same shall be extended to all the HT
feeders in a phased manner.

{4) In case of single contingency; failure of any substation equipment controliing any outgoing 11 KV
or 33 kV feeders, the load interrupted shall not generally exceed 20% of the total demand on the
substation. It will not be applicable to the remote inaccessible and snowbound area.

(5) In order to protect important assets of IT infrastructure, all licensees must adhere to IT Security &
Audit Policies issued by the government from time to time. All licensees shall conduct
Vulnerability Assessment Audit Exercise & implement information Security Management System
(ISMS) in line with the latest information security standards and must establish Disaster
Recovery Plan.

Standardisation of Nomenclatures & Identification Coding :

The Distribution Licensee shall prepare equipment nomenclatures and identification equipments -
for uniquely identifying various equipments in distribution system. The nomenclatures scheme
shall be consistent with the scheme provided in the UERC (State Grid Code) Regulations, 2016
as amended from time to time for the intra State Transmission System.

Standardisation of sub-station layouts :

The Distribution Licensee shall develop standard layouts for the Sub-Stations of 33/11 kV and
11/0.4 kV duly complying with the requirements as specified in the Central Electricity Authority
(Technical Standards for Construction of Electrical Plants and Electric Lines) Regulations, 2010.

(1) 11 KV/433 V - 3 Phase Distribution Transformer Centers :

(a) The Distribution transformers up to 160 KVA capacity other than those meant for indoor
application shall normally be pole mounted.

(b) The layout of distribution transformer centres shall generally conform to the relevant REC
Construction Standards.

(¢) The distribution transformers shall be located close to the electrical load centre of the load
fed by it

(d) The distribution transformers above 160 KVA capacity shall be plinth mounted.

(e) Suitable measures shall be taken sufficiently in advance, to augment the capacity of the
feeders and installation of additional transformer centres in the event the specified voltage
regulation limits are exceeded.

(2} All the 33 KV, and 11 KV feeders and secondary side of Distribution Transformers shall be
provided with electronic energy meters having a memory of 15/30 minutes load survey & billing
parameters for 65 days with a prowsmn of RS-232 Port to download data from the electronic
energy meters.
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Provided that electronic energy meters on all the secondary sides of Distribution
Transformers shall be provided in Urban areas within 1 year and in Rural areas within 2 years
~ from the date of notification of these Regulations.

3.10. Standardisation of design of distribution transformers :

(1} The size/capacity of distribution transformers shall be as per the relevant Bureau of Indian
Standards. While selecting the transformer, due regard should be given to the star ratings issued
by the BEE depending upon the field conditions. As an initial step, the various technical
parameters required for the design shall be incorporated in the specifications based ‘on the
experience gained regarding the performance among the various designs so far adopted. Later,
standard designs of the transformers and their detailed construction drawings shail be evolved

~ based on the performancs of these transformers. These shall be adopted for future procurement.
- This also ensures the interchangeability of components of similar transformers manufactured by
different manufacturers.

(2) Quality Control & Quality Assurance :

A strict quality assurance and quality system management shall be enforced to facilitate the
quality of equipment and materials. The Quality Management System to be followed shail be built
around a philosophy of "prevention" rather "detection and cure". The various steps involved in
the Quality System Management are: '

(&) Inclusion of 'quah'ty requirement in the contract and selection of good quality Vendors/
sub-Vendors.

{b)  Approval of unambiguous Manufacturing Quality Plan (MQP).

(¢)  Finalization of Field Quality Plan (FQP) ensuring regular, timely and consistent inspection
at various stages, viz., raw material, during in- process stage and final inspection and
testing prior to dispatch.

(d) Analyze the equipment failures in association with Engineering & Operation services
departments and use feedback for improvement of system.

(&) Implementation of Quality Systems & Procedures as per IS0 — 9001 for system of Vendor
and sub-Vendor Approvals.

(f) The list of approved sub-Vendors are to be maintained for all the equipment, materials
supply and erection works irrespective of the fact whether the Technical Qualifying
Requirements are specified in the contract or not. The contractors can choose any
sub-Vendor from the list of a large number of sub-Vendors, with a full transparency. The
list is to be continuously revised based on the feedback obtained from the inspection
reports, surveillance audits and failure reports, efc.

(3) Manufacturing Quality Plan

(8) A standard format is to be developed for the approval of Manufacturing Quality Plan
(MQP) which includes the quality requirements at the raw material stage, in-process
testing and final inspection and testing requirements as per technical specifications of the
contract and good engineering practices of the industry.

(b) This document has to be self-sufficient and it should include sample size, acceptance
norms, place of testing, requirements of test reports and hold point beyond which the work
can progress only after clearance from the utility by standardizing the various testing
requirements and procedures. It is to be ensured that it is not biased towards any
particular manufacturer. These MQP(s} may be approved for a period of three years
instead of approval on contract-to-contract basis. :
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(¢} A good Quality Assurance Plan (QAP) shall be aimed at the following :
(i) Good quality of raw materials; '

(iy Quality control during manufacturing and routine tests;

(iii) Acceptance tests at the time of taking. delivery;

(iv) Inspection and tests on transformers received at stores on random sampling.

3.11. Basic Insulation Level (BIL) and Basic Switching Insulation Level (BSL):

(1)

All the equipment in the Sub-Stations shall be designed to withstand the BIL/BSL values :

Parameter T 3KV kv | 0.415 kV
Nominal System Voltage (kV) ' 33 o 0.415 -
Highest System Voltage (kV) - 36 12 - 0.450
System Earthing Solidly earthed 7 Solidly earthed - Solidly earthed

system system system

Lightning impulse withstand Voltage 170 75 —
(KV Peak) (BIL)
Power Frequency withstand Voltage 75 A 28
(KV rms) in dry condition (BSL) s

Note:~ The values of BIL/BSL given in the table above are for aftitude uprb 1000 m above MSL. However,
for aftitudes higher than. 1000 m above MSL, BIL/BSL requirements shall be kept higher as per
refevant standards and practices.

(@)

(3)

(1)

The Basic Insuiataon Level (BIL)/Basic Switching Impulse Insulation Level (BSL) of the equipment
to be installed in the distribution system shall be adequate to withstand the fightning/switching
surges respectively. Lightning Arresters shall be provided for ail the Transformers (33/11 kV and
distribution Transformers 11/0.4 KV) and 33 kV and 11 kV lines. The lightning protection system
to other equipment in the Sub-Station by shield wires or lightning masts shall be provided.

Besides the voliage levels mentioned above the Commission may specify other voltage levels to
be a part of the Distribution System under extraordinary conditions.

. Reactive compensation and Harmonics :

Shunt capacitors un-switched/switched type, shall be installed at the appropriate places in the
Distribution System for minimising reactive power drawl from the grid, power factor improvement,
maintaining satisfactory voltage profile and reduction of sub-transmission and Distribution losses.
The size and location of the ‘capacitor installations shall be determined using appropriate
computer software, with reliable field data. Suitable precautionary measures, such as automatic
switching etc., shall be adopted to avoid over voltages during light load periods.

Optimisation studies of shunt compensation shail be conducted by the Distribution Licensee to
determine the most appropriate sizes and locations for shunt capacitor installations.

The _Harmqnic measurements shall be carried out periodically by the Distribution Licensee and
action taken to reduce the harmonics accordingly.

The total harmonic distortion for voltage and connection point shall not exceed 5% with no
individual harmonic higher than 3%.

The total harmonic distortion for current drawn from the transmission system at the connection
point shall not exceed 8%.

The respective User responsible for generating harmonics adversely affecting the dlstrlbutlon
system shall be responsible for appropriate correction.

The measurement of harmonics and analysis should generally be in accordance with |EEE 519
guidelines or the regulations specified by the CEA.’
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3.13. Metering

)

{2)

3

(4)

(6)

@

All interface meters, consumer meters and energy accounting and audit meters shall be installed
and operated in conformance with the Central Electricity Authority (Installation & Operation of
Meters) Regulations, 2006/ Metering Communication & Data Acquisition Requiremenis .
(MCDAR) for Intra-State Power System of Uttarakhand as amended from time to time.

The renewable energy generators connected to the distribution network are required to provide
and maintain meters & communication system for ensuring transfer of data to SLDC in
accordance with the CEA Regulations and directions issued by CEA/Commission from time to
time. -

The metering for 230 V single-phase supply shalf be provided on a board or within a suitable box
located in such a place protected from sun and rain and shall be in a convenient position for
taking readings. The terminals of the meter shall be made tamper-proof and sealed. For
400 Volts three phase supply, the meters and associated metering equipment including
connections shall be enclosed in a suitable tamper-proof box. The tamper-proof bex shall be of
sufficient strength and design with locking and sealing devices and shall have adequate
provision for heat dissipation with the required electrical clearances. The design shall permit
readings to be taken without access to its connections. :

For HT Consumers the meters, maximum demand indicators shall be housed in a separate
metering compartment and secondary apparatus such as instrument transformers and
connections required shall be housed in a separate compartment, which shall be locked/sealed
to prevent tampering.

The HT metering cubicle shall be suitable for cable entry on both sides or at least on one side.
No fuses are permitted in the secondary circuits of the instrument transformers. The metering
cubicle shall be painted with suitable epoxy paint for installation in snow bound areas and other
areas experiencing heavy rainfall. The instrument transformers shall be of fixed ratio and shall
not have any taps. The primary current rating of the current transformers shall match with the
normal full load current.and the saturation point of the core shall be higher than the maximum
current that may occur due to simultaneous full load operation of all the connected equipment
and machinery.

For HT and EHT Consumers, the secondary terminals of the instrument transformers shall be
locked and sealed and the secondary wires brought out in a suitable GI conduit pipe up to the
metering panel. There shall be no joints in the conduit pipes. The meters shall be as close to the
instrument transformers as possibie and in no case shalf exceed ten (10) meters. The metering
panel shall be housed in a weatherproof and tamperproof box and sealed in conformance with
the Central Electricity Authority (Installation & Operation of Meters) Regulations, 2006/ Metering
Communication & Data Acquisition Requirements (MCDARY} for Intra-State Power System of
Uttarakhand as amended from time to time.

Provision for remote/automatic meter reading of LT, HT and EHT installations shall be provided

+ as required by the system operator or wherever considered necessary by the Distribution

Licensee.

Prepaid meters installed at the consumer premises should be capable of updating of prepaid
softwares/logics and in no way should cause any hindrance in implementation of annual tariff -
revisions. ' ‘

3.14. Demand Side Management {DSM)

(1)

The DSM objectives, for advancement and implementation of cost effective DSM initiatives in
the State are sought to be achieved through , but not limited, to the following:--
(&) To make DSM an integral part of the day to day operations of the Distribution Licensee
with the objective of improving end use efficiency of electricity, environmental conservation
and cost reduction. '
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(2)

(b) To promote and implement Load Shifting, Power Shortage Mitigation, seasonal peak
reduction, cost effective energy savings, lowering the cost of electricity, reduction in
emissions of greenhouse gases and pricing initiative i.e. Time of Use / Seasonal etc. '

(c) To complement supply side strategies in order to avoid, reduce or postpone investments in
generation, transmission and distribution infrastructure.

(d) To reduce transmission and distribution losses through implementation of end use ehergy
efficiency programmes in areas reporting high AT&C losses.

(e) To reduce the environmental damage by reducing the emission of green house gases.

{f) To encourage consumers to revise their electricity consumption pattern both with respect
to timing and level of electricity demand for efficient use of energy.

(9) To promote the use, and create awareness about Solar Pumps, Solar Lights, LED lamps
etc.

DSM Plan and Programme preparation, submission and approval by the Commission :

(a) Distribution Licensee shall formulate a perspective DSM Plan and submit the same to the
Commission for in-principle approval for the specified period and as per the time lines that
may be specified by the Commission from time to time;

(b) The perspective DSM plan shall include:
{i) A section outlining the goals sought to be achieved in the specified period

(i} Annual DSM Plan for each year of the perspective plan period containing desctiption
of DSM programmes proposed to be undertaken and its prioritisation along with
programme wise details like:--

» indicative cost & its cost effectiveness pursuant to these Regulations and any
" guidelines issued by the Commission from time to time;
s indicative baseline data and expected reductlon in tariff and/or gain in energy
efflmency, .

« consumer segments and estimated level of participation;

o Implementation strategy and schedule including process. / mechanism for
execution e.g. Energy Service Companies, Bidding for DSM Projects, DSM
Resource Acquisition, etc.;

e expected payback period and mechanism for recovery of cost and performance
incentives;
(i) Mechanism for Monitoring, evaluation and reporting of perspective plan and annual
plan/programmes;

(iv) Programme/Plan for Training/Seminars/Workshops to increase consumer awareness.

3.15. Database Management :

()

(2)

The availability of accurate and reliabie data is essential for planning and development of the
Distribution System on long-term basis. Data management system facilitates storage, retrieval
and updating of data for complying with the reqwrements of the Distribution Code and for other
purposes like power system studies.

The embedded generators connected with distribution system or seeking new connections shall
furnish planning data in format specified at Annexure-2.The large consumers connected to or
seeking connection to HT or EHT and having connected load of 1 MVA or above shall furnish
planning data in prescribed manner as at Annexure-1 for long term planning by Distribution Licensee.
Distribution Licensee shall supply system data to the Users, embedded generators' and large
consumers, wherever required for their planning purpose as per format at Annexure-3.
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@)

(4)

A weli maintained Data Management System would facilitate exchange of data between Users
and Distribution - Licensee required for long-term planning and distribution operation in an
accurate and reliable manner. This will also help in Users, Large Consumers, open access
customers and embedded generators to have access to data, which they may require for their
planning purpose: ' '

Consumer Indexing :

(@) The last mile of a distribution network is the pole or support in overhead system or the

~ service pillar/feeder pillar box in underground cable distribution system. Hence, the
consumer indexing has to be done with respect to the last mile of the distribution network.
The integration of consumer indexing /information with distribution transformer wise in a
distribution network system is key to providing good consumer services.

'(b) The integration of consumer index with the distribution network will help the distribution

licensee to operate the distribution network better in the manner to simulate the network to
estimate the voltage profile across the network and identify low voltage pockets without
actually visiting consumer instailation and measuring voltages. This will also facilitate
distribution licensee in conducting energy audit by estimating correctly the energy sales on
the 11 kV Feeder / distribution transformer and account for energy supplied to the 11 kV
Feeder / distribution transformer.

3.16. Energy Audit :

(1)

(2)

3)

(4)

The Distribution Licensee shall create responsibility centres for energy audit. Distribution sub-
Division in charge and Division in charge shall be made as responsibility centres and
accountable for the energy input and sales in their respective areas. They shall also compute
month / year wise distribution losses and prepare energy balance. sheets of their respective
areas.

The Distribution Licensee shall establish and maintain a system for segregation of technical and
commercial losses through energy audits. Interface meters capable of data retaining capacity of
at least 65 days shall be installed for all the incoming/outgoing feeders for each such unit.

The energy audit for total system shall be carried out by compiling the data and analysis carried
out in each responsibility centre. The energy received from each substation shall be measured
at the 11 kV / 33kV terminal switchgear of all the outgoing feeders installed with appropriate.
energy meters such that the energy supplied to the each feeder is accurately available. It shall
be compared with the corresponding figures of monthly energy sales and the distribution loss
for each feeder shall be worked out. In case the Distribution Licensee has adopted ring main
system at 11 kV and 33 kV and there is difficulty in determining the distribution losses for each
feeder, then the Distribution Licensee shail work out distribution losses for the overall Area of

Supply.

An action plan for reduction of the losses with adequate investments and suitable improvements
in governance shouid be drawn up and shall be submitted to the Commission annually aiong
with Annual Revenue Requirement Filing. '

CHAPTER 4
CONNECTIVITY CONDITIONS

4.1. Introduction :

The Connectivity Conditions. specify the minimum technical and design criteria, which shall be
complied by any user connected to, or seeking connection to the Distribution System. The Distribution
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'5.3. Demand Estimation :

(1

)

The Distribution Licensee shall estimate its requirement (demand and energy) for 15 minutes
blocks at Transmission - Distribution Interface points on day-ahead/week-ahead/month-ahead
basis for his Area of Supply based on relevant load curves subject to medifications depending
upon the communication received from any specific User or caused by any contingency. This
may be given to SLDC as per its requirements.

For this purpose, the concerned major Users identified by the Distribution Licensee shall furnish
the data pertaining to their desmands to the Distribution Licensee.

5.4. Outage Planning :

(1)

@)

®

G

(6)

The Distribution Licensee shall furnish his proposed outage programs to the Transmission
Licensee on a month ahead basis. The outage program shall contain identification of Ilnes and
equipment of the Distribution System proposed by Distribution Licensee.

The outage plan proposed by the Distribution Licensee shall come into effect only after the.
Transmission Licensee releases the finally agreed transmission outage plan.

However, at the time the line or equipment of the Distribution Licensee is taken out of service,
the Distribution Licensée shall infimate the Transmission Licensee that the Transmission
Licensee may also carry out its maintenance works pertaining to the line/equipment under
maintenance, if required, so that the maintenance works could be carried out under minimum
shutdown period.

In case of lines and equipmeht of 66 kV and above the specific concurrence of SLDC shall be
obtained in addition to the above.

The above procedure shall not apply under the following circumstances:
(a) Emergency situations’ to save plant and machinery;

(by Unforeseen emergency situations requiring isolaticn of tines or equipment to save human’
life,

{c} Where disconnection is to be effected' on any User installation due to breach of
Agreement. In.this case the SLDC shall be informed wherever the load to the extent of
1 MVA or more is affected.

Planned outages of Power System for the duration as specified in UERC (Standards of
Performance) Regulations, 2007 as amended from time to time for maintenance purposes shall
be intimated to the public through media including pubiishing in at least two largely circulated
Newspapers in Uttarakhand {one in Hindi and one in English) of that area, two days in
advance.

5.5. Contingency Planning & Crisis Management :

(1)

3

A contingency situation may arise in the event of a total or partial blackout in the Transmission
System. A contingency may also arise on a part of the Distribution System due to local
breakdowns in the Distribution System itself. it may also arise due to a breakdown in the
Apparatus of the Transmission Licensee at the point of interconnection.

Contingency and crises management procedure shall be documented unambiguously to
achieve the restoration of the total system and associated demand, and re-synchronization of
parts of the total system, which have become out of synchronism with each other at the
shortest possible time. :

Transmission System Failure :

(a) In case of a total blackout at any point in the Area of Supply of Distribution Licensee, the
Distribution Licensee shall follow the black start procedures framed by the Transmission
Licensee.

{b) The Distributipn Licensee shall sectionalize the Distribution System into discrete blocks of
demand. The Distribution Licensee shall advise and co-operate with the SLDC for the
amount of MW load likely to be picked up on switching each demand block.
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(3} = For every new connection sought, the Diétribution Licensee shall specify the Connection Point/
Interface Point and the supply voltage, along with the metering and protection requirements as
specified in the code. :

(4) The operation of the Distribution System shall be in accordance with the "Operation Code". The
' User shall however be subject to the distribution discipline prescribed by the SLDC/ALDC.

(5) The insuiation co-ordination of the Users' equipment shall conform to the Regulation 3.11 of

these Regulations.
4.6. Procedure for Applications for connections to the System :

Any User seeking use of Distribution System is required to submit application for connection to the
Distribution Licensee as per the procedures and formats laid down by the Commission in the relevant
Regulations for release of new LT/HT/EHT connections.

4.7. Connection Agreement :

A Connection Agreement between User and the Distribution Licensee shall be executed both for sale
and/or purchase including Independent Power Producer (IPP). For LT consumers, an undertaking is
required to be furnished as per UERC (Release of new LT Connections, Enhancement & reduction of
Loads) reguiations; 2013 as amended from time to time.

CHAPTER 5
OPERATION CODE
5.1. Introduction :

This chapter contains the procedures and practices to be followed for safe and efficient operation of
the Distribution System by the Distribution Licensee and Users. While operating distribution system,
Users and Distribution licensee shall fulfil the requirement as stipulated in Regulations issued by CEA
under sub-section (2) of section 177 of the Act and amendments issued from time to time.

The following aspects of operation are covered in this se.ction:
{1) Demand Estimation
{2) Outage Planning
(3) Contingency Planning
| (4) Demand Management and Load Shedding |
(5) Interface with Generating Plant including CPPs
{6) Mohitoring and Control of voltage, and power factor
(7) Requirements with respect to Harmonics, Direct Current (DC) injection and Flicker
(8) Safety Co-ordination
(9) Communication
(10) Maintenance and testing
(11} Tools and spares

(12) Training
5.2.. Objective : ‘
The objective of this chapter is to define the operating procedures and practices to be followed by the

Users & Distribution Licensee for ensuring Distribution System safety, stability, efficiency and
security. ' :
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Licensee shall ensure compliance of the above criteria by any user as a pre-requisite for the
establishment of an agreed connection. In addition to the above, the connectivity conditions should .
fulfil the requirement stipulated in section 50, section 53 and regulations issued under sub-section (2)
of section 177 of the Act.

4.2. Objectives

M

The objectives of the Connechwty Conditicns are to specify that:

(@) The basic rules for connections are complied by all user. This will help to treat all user in a .

non- dlSCf’lmInEltOf'y manner.

{b} Any new or modified connection, when established, shall not suffer unacceptable effects.
due to its connection to the Distribution System nor produce unacceptable effects on the
system or any other connected user.

(c) The ownership and responsibility for é\jl the equipments, in case of interface / connections
with all Users at HT and EHT, shall be clearly specified in a Site Responsibility Schedule
as per Format specified in Annexure-4 for every site, where a connection is made.

4.3. Interface Point :

(1

()

(3)

Connection to Transmission System shall be govemed by the UERC (State Grid Code)
Regulations, 2016 as amended from time to time.

Connection of Generators and Captive generators including DG sets to Distribution Systems
may be provided at Bus bars of the Generating staticn. All generating units shall inject the
output into the bus bars via the synchronising breaker. The isolator between the synchronising
breaker and the bus bars would be the boundary between the Generator and the Distribution
Licensee. The current transformers of the tariff metering shall be connected near the
synchronising breaker. The volitage transformers (including the standby set) of the tariff
metering shall be connected to the bus-bars. '

EHT/HT Consumers: The supply voltage may be 220kV/132kV/66kV/ 33kV/11 kV or voltage as
agreed by the Distribution Licensee. The interface point for the HT/EHT consumer shall be the
Distribution Licensee’s cut off pointfisolator in the consumer's switchyard at consumer's end.
However, in case EHT/HT consumer is being fed from a dedicated feeder emanating from
Transmission/Distribution Licensee’s substation, the interface point shall be the line isolator at
the said Sub-Station of the Transmission/Distribution Licensee as the case may be.

Low voltage Consumers: The incoming terminal of the cut out / circuit breaker installed by the
Consumer is the boundary of low voltage Consumers. The tariff metering shall be provided
before a fuse unit / circuit breaker of the Consumer. The metering equipment shall be provided
at the entry. point of Consumer Premises in a safe location, preferably at the entry of the
boundary of the premises or in a common passage on ground floor or nearby safe location
outside the premises for easy access for the purpose of meter reading, maintenance, repairs,
inspection, etc. The metering equipment shall be provided inside a box sealed by the
Distribution Licensee and the User / Consumer shall not disturb the seal of the metering
equipment and shall take reasonable care for upkeeping & protecting the meter and equipment.

4.4. Operational Label'lin'g :

(1)

(@)

The Distribution Licensee and the Users shall be responsible for the provision and maintenance
of clear, unambiguous signs and labels indicating the numbering and / or name of the
equipment / apparatus and circuit at the substations and connection sites.

The equipment installed shall conform its relevant I.S. specification and the ratings and salient
specification shall be maintained on the equipment’s nameplate. No electrical equipment shall
be used without its manufacturers nameplate permanently affixed to if.

4.5. System Performance:

(1)

()

The design and construction of all the equipments connected to the Distribution System shall
satisty the relevant Indian Standard Specifications to the maximum extent possible.

Installation of all electrical equipment shall comply with rules and code of practice in force.
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(4)

(8)

(c) The Distribution Licensee shall prepare a échedule of essential and non-essential loads in
order of priority at each connection to be picked up during the restoration process and
shall furnish the same to SLDC.

(d) The Distribution Licensee shall maintain direct communication links with the SLDC and
shall ensure and maintain the load generation balance under the direction of the SLDC,

{(e) The Distribution Licensee shall furnish the names and designations of the person(s) with
their contact details viz. telephone/mobile numbers & email ID and stations, authorised to
deal with contingency operations, to the SLDC.

Failure of the Apparatus of the Transmission Licensee:

(a} The Distribution Licensee shall immediately contact the authorised person at the
substation of the Transmission Licensee, and assess the probable period of restoration
and the probable restriction of load drawl from the affected substation.

(k) The Distribution Licensee shall effect the demand management plan accordingly.
Distribution System Failure:

(a) Interruptions to power supply in any part of the Distribution System lasting for the period
as specified in UERC (Standards of Performance) Regulations, 2007 as amended from
time to time for Distribution Licensee due to breakdown in any part of the Distribution
System may be termed as a Distribution System Failure. '

(b) The Distribution Licensee shall coordinate with SLDC for restoration process, which shall
be as per. UERC (State Grid Code) Flegulatlons 2016 as amended time to time.

(c) The Distribution Licensee shail designate a Nodal offlc_er to coordinate with SLDC for
distribution system restoration.

5.6. Demand management and load shedding :

(1)

)

(3

(4)

(5)

Temporary Load Shedding may be resorted to, for maintaining the grid frequency as instructed
by the SLDC. Temporary Load Shedding may alfso be necessitated due to loss of any circuit or
equipment or any other operational contingency. In case of automatic load shedding through.
Under Freguency Relays, the circuits and the amount of load to be interrupted with
corresponding relay settings shall be co-ordinated with the SLDC and persons in charge of the
substations of the Distribution Licensee as necessary.

In the event of sustained shortages, Distribution Licensee shali submit a detailed program for

planned load shedding indicating areas and timing of proposed load shedding for approval of
the Commission. On receiving Commission’s approval, Distribution Licensee shall publish the
approved program in atleast two local newspapers. Distribution Licensee shall seek fresh
approval from Commission for any deviation from approved load shedding program.

If the duration of unplanned load shedding to any part of the Distribution System exceeds
2 hours, the affected Consumers on independent circuits, emanating from primary sub-stations
may be suitably intimated. The essential services such as public hospital, public water works,
sewage works, etc. shall be intimated over the telephone/mobile/other electronic
communication medium wherever possible. -
Dedicated feeders for supply of power to agriculture consumers shall be constructed so as to
ensure 8 to 10 hours supply on such feeders.

33 KV ring mains shall be provided in towns.

5.7. Interface with Generating Units including Captive Power Plant (CPP) :

(M

If the Distribution Licensee has an interface with any generating unit including CPP and an
Agreement for this purpose exists, the Distribution Licensee and the concerned owner of the
generating unit shall abide by the following provisions in addition to the provisions contained in
this Code as applicabie to all the Users:
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5.8.

5.9.

5.10.

@

{a)} The owner shall provide suitable protection at the interface to protect his system from any

damage due to normal and abnormal conditions in the Distribution System.

{b) If the generator is an induction generator, the owner shall take adequate precautions to-

limit the system disturbances, when the induction generator is synchronised in consent
with the Distribution Licensee. Generating Company having induction generators shall
install adequate capacitors to compensate the reactive power drawl. Alsc whenever the
power factor is found very low during starting period and causes voltage dip in the
Distribution Licensee’s system the Distribution Licensee may advise the owner to install
capacitors and the generating company shall comply. Failure to comply entails penalty
and/cr disconnection from the system as per provision of Act/Rulés/Regulations.

The owner shall comply with the provisions of the UERC (State Grid Code) Regulations, 2016
as amended from time to time.

Monitoring and Control of Voltage and Power Factor :

(1

4

The Distribution Licensee shall monitor the voltage and power factors in the Distribution System
at system input points at peak and off-peak hours and take reasonable measures for
improvement of the same in coordination with the Users with demand of 1 MVA and above, and
the Transmission Licensee.

The Distribution Licensee shall take power factor improvement measures at strategic points in
the Distribution System by carrying out system studies and installing the required reactive
power compensation equipment. :

Users having loads with low Power Factor shall install capacitors of appropriate rating as per
Annexure-5. The consumers using power for welding purposes shall install the equipment as .
specified by Distribution Licensee from time to time, to prevent frequent voltage fluctuations.

The Distribution Licensee & Usérs shall abide by the instructions issued by the SLDC from time

“to time on load management for maintaining the frequency of supply within the specified limits.

Requirements with respect to Harmonics, Direct Current (DC) injection and Flicker :

(1)

(2)

(3)
(4)

Voltage and current harmonics: In any installations the voltage and current Total Harmonic
Distortion (THD) shall not exceed the limit as specified in the Central Electricity Authority
(Technical Standards for connectivity to the Grid) Regulations, 2007, as amended from time to
time, applicable io the Distribution Systems. The Consumer will take appropriate measures to
restrict the THD to the stipulated limit.

The Generating station(s) shall not inject DC current greater than 0.5% of full load rated output
at the intercannection point.

The Generating Stations shall not introduce Flickers beyond the limits specified in IEC61000

Measurement of Harmonic Contents, DC injection and Flicker shall be done at least once in a
year in the presence of parties concerned.

Safety co-ordination':

M

The Distribution Licensee and the Users {comprising Generating Companies, Transmission
Licensee and Consumers having load above 1MVA or dedicated lines) and any octher
Distribution Licensee having common electrical interface with the Licensee shall designate
suitable persons to be responsible for safety co-ordination. These persons shall be referred to
as Safety and Control Persons. Their designations and telephone/mobile numbers shall be
exchanged between ail the concerned persons. Any change in the list shall be notified promptly
fo all the concerned.
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- (8)

5.11.

@)

4

(9)

The Distribution Licensee and Users shall prepare safety manuals incorporating all the safety

- precautions to be taken for each component of the Distribution System based on the
- Distribution System under Safety Code specified at Chapter 7 of these Reguiations. All the

safety rules and precautions shall be observed when work is to be carried out on any line or
apparatus, switchgear or circuits in any part of the Distribution System or in any part of the User -
System. The safety manuals thus prepared shall be issued to all the Safety and Control persons
and such Users for compliance.

There shall be co-ordination between persons of the Diétribution Licensee and the Usérs,
between persons of two Distribution Licensees having electrical interfaces, for carrying out the

_ work on any apparatus or lines etc., belonging to either party at the point of interconnection.

The provisions of the UERC (State Grid Code) Fiegulations 2016 as amended time to time,
shall be followed at Connection Points/Interface Points in co-ordination with the Transmission
Licensee. : :

The disconnecting device(s) at each electrical interface, which shall be capable of effectively
disconnecting the system of the Distribution Licensee and the other Users, and the grounding
devices of the respective systems at the control boundary 'shall be identified and marked by the
Distribution Licensee and the respective Users. These shall be maintained in good condition at
all times. To prevent inadvertent switching operations by unauthorised persons, such
disconnecting devices shall be provided with interlocks.

Wherever any Consumer has installed an emergency power supply system, either an electronic
system with storage batteries or with generators, the arrangement shall be such that the same
cannot be operated without clearly isolating the system from the supply mains. The
responsibility of making the required arrangement for isolation from supply mains shall be of the
User and this shall be part of the electrical layout submitted to Electrical Inspector for his
approval. A copy of the approved layout shall be provided to Distribution Licensee thereafter.
The possibility of a feed-back from these devices to the Distribution System from any of the
conductors, including the neutral conductor shall be clearly ruled out.

Provided that the grid synchronized generation shall be exempted from above provisions.

The appropriate Control Person at the electrical interface shall issue written permission to his
counterpart for carrying out the work on any apparatus, switchgear or lines beyond the electrical
interface. Such permissions shall be termed as Permit to Work {(PTW).The prescribed format for
PTW is annexed as Anneuxure-7 of these Regulations which shall be used by all concerned.

All maintenance work shall be duly authorised by the designated officer. The system of PTW
shall be observed for carrying out any maintenance work. The line should not be energised
back without return of PTW after completion of maintenance work.

The Distribution Licensee in consultation with the concerned User shail frame checklist of
operations to be carried out and the procedures for safety coordination for each electrical
interface, hefore issue and return of PTW. Such procedures and checklists shall be issued fo all

- the concerned by the Distribution Licensee for implementation.

Operational Communication :

(1

@

(3)

Reliable communication such as telephones, mobiles & e-mails etc. links shall be established
for exchange of data, information and operating instructions between SLDC and the Distribution
licensee, embedded generators, users and large consumers with a Demand of more than
1 MVA.

The Distribution Licensee and the Users connected to its Distribution System shall designate
officers and agree on communication channels for the exchange of information. Communication
shall, as much as possible, be direct between the User and the operator of the Distribution
Systemn to which that User is connected.

List of telephone/mobile numbers, call signs and e-mail IDs shall be exchanged by the
Distribution Licensee and concerned Users to enable control activities to be efficiently
coordinated.




























































